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CLIENT -SERVER CONFERENCE AND USER SEEKING 



FIELD 

This invention relates generally to client-server 
communication, and more particularly to the seeking of 
conferences and users via such communication. 

BACKGROUND 

With the advent of computer networking, such as local-area 
networks (LAN) , wide-area networks (WAN) , intranets and the 
Internet, several applications have become popularized. In a 
first such application, a user of a first client computer is able 
to "call" and communicate with a user of a second client 
computer. In a second such application, the users of a number of 
such client computers are able to communicate with one another 
within a conference, similar to a telephone conference call. 

However, in a large organization, or over an intranet or the 
Internet, there may be many users and many conferences, such that 
it may be difficult for any one user to learn of the conferences 
that may be joined or the other users that may be communicated 
with. To alleviate this problem, dynamic directories within 
products such as MICROSOFT NET MEETING have been created that 
store directories of available users to communicate with. 
Typically, such dynamic directories are stored on a type of 
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server known within the art as an Information Locator Server 
(ILS) . However, these types of servers as encased within 
products such as MICROSOFT NET MEETING may not also provide for 
the capability of storing conferences as well as users. 

Furthermore, these types of server introduce another problem 
for a user who desires to learn of other users that may be 
communicated with. Frequently, there may be many of these 
servers on a given network. The user, therefore, is required to 
know a priori the address of each of these servers before 
contacting the to learn of the users stored in their directories. 

This information may not, however, be known to the user, who may 
only know of one or two, but not all, of the relevant servers to 
contact. For these and other reasons, there is a need for the 
present invention . 



SUMMARY 

The above-identified problems, shortcomings and 
disadvantages with the prior art, as well as other problems, 
shortcoming and disadvantages, are solved by the present 
invention, which will be understood by reading and studying the 
specification and the drawings. In one embodiment, a system 
includes at least one server of a first type, such as an 
Information Locator Server (ILS) , a server of a second type, such 
as an NT Directory Server (NTDS) , and a client. Each of the at 



2 



least one server of the first type maintains at least one 
conference. The server of the second type stores a server list 
of the servers of the first type. Thus f the client queries this 
latter server to obtain the server list, and then is able to 
query each server on the list to learn of the conferences 
maintained by these servers. User lists may also be maintained 
by either the first and/or second server types, for querying by 
the client. 

Thus, embodiments of the invention provide for advantages 
not found in the prior art. The client only has to know the 
address of the server of the second type to learn of available 
conferences and/or users on the system -- this server gives the 
client information regarding the servers of the first type which 
the client can then query. Furthermore, the system according to 
at least some embodiments of the invention provide for the 
storing of both conference and user information, and not only one 
or the other. 

The invention includes systems, methods, computers, and 
computer-readable media of varying scope. Besides the 
embodiments, advantages and aspects of the invention described 
here, the invention also includes other embodiments, advantages 
and aspects, as will become apparent by reading and studying the 
drawings and the following description. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shows a diagram of the hardware and operating 
environment in conjunction with which embodiments of the 
invention may be practiced; 

FIG. 2 shows a block diagram of a system according to one 
embodiment of the invention; 

FIG. 3(a) shows a diagram of a client obtaining information 
regarding joinable conferences, according to one embodiment of 
the invention; 

FIG. 3(b) shows a diagram of a client querying a server for 
a user, according to one embodiment of the invention; and, 

FIG. 3© shows a diagram of a client querying a server for a 
user, according to another embodiment of the invention. 



4 



DETAILED DESCRIPTION 

In the following detailed description of exemplary 
embodiments of the invention, reference is made to the 
accompanying drawings which form a part hereof, and in which is 
shown by way of illustration specific exemplary embodiments in 
which the invention may be practiced. These embodiments are 
described in sufficient detail to enable those skilled in the art 
to practice the invention, and it is to be understood that other 
embodiments may be utilized and that logical, mechanical, 
electrical and other changes may be made without departing from 
the spirit or scope of the present invention. The following 
detailed description is, therefore, not to be taken in a limiting 
sense, and the scope of the present invention is defined only by 
the appended claims. 

The detailed description is divided into four sections. In 
the first section, the hardware and the operating environment in 
conjunction with which embodiments of the invention may be 

practiced are described. In the second section, a system of 
one embodiment of the invention is presented. In the third 
section, a method, in accordance with an embodiment of the 
invention, is provided. Finally, in the fourth section, a 
conclusion of the detailed description is provided. 
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Hardware and Operating Environment 
Referring to FIG. 1, a diagram of the hardware and operating 
environment in conjunction with which embodiments of the 
invention may be practiced is shown. The description of FIG. 1 
is intended to provide a brief, general description of suitable 
computer hardware and a suitable computing environment in 
conjunction with which the invention may be implemented. 
Although not required, the invention is described in the general 
context of computer-executable instructions, such as program 
modules, being executed by a computer, such as a personal 
computer. Generally, program modules include routines, programs, 
objects, components, data structures, etc., that perform 
particular tasks or implement particular abstract data types. 

Moreover, those skilled in the art will appreciate that the 
invention may be practiced with other computer system 
configurations, including hand-held devices, multiprocessor 
systems, microprocessor-based or programmable consumer 
electronics, network PCS, minicomputers, mainframe computers, and 
the like. The invention may also be practiced in distributed 
computing environments where tasks are performed by remote 
processing devices that are linked through a communications 
network. In a distributed computing environment, program modules 
may be located in both local and remote memory storage devices. 
The exemplary hardware and operating environment of FIG. 1 
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for implementing the invention includes a general purpose 
computing device in the form of a computer 20, including a 
processing unit 21, a system memory 22, and a system bus 23 that 
operatively couples various system components include the system 
memory to the processing unit 21. There may be only one or there 
may be more than one processing unit 21, such that the processor 
of computer 20 comprises a single central-processing unit (CPU) , 
or a plurality of processing units, commonly referred to as a 
parallel processing environment. The computer 20 may be a 
conventional computer, a distributed computer, or any other type 
of computer; the invention is not so limited. 

The system bus 23 may be any of several types of bus 
structures including a memory bus or memory controller, a 
peripheral bus, and a local bus using any of a variety of bus 
architectures. The system memory may also be referred to as 
simply the memory, and includes read only memory (ROM) 24 and 
random access memory (RAM) 25. A basic input/output system (BIOS) 
26, containing the basic routines that help to transfer 
information between elements within the computer 20, such as 
during start-up, is stored in ROM 24. The computer 20 further 
includes a hard disk drive 27 for reading from and writing to a 
hard disk, not shown, a magnetic disk drive 28 for reading from 
or writing to a removable magnetic disk 29, and an optical disk 
drive 30 for reading from or writing to a removable optical disk 
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31 such as a CD ROM or other optical media. 

The hard disk drive 27, magnetic disk drive 28, and optical 
disk drive 30 are connected to the system bus 23 by a hard disk 
drive interface 32, a magnetic disk drive interface 33, and an 
optical disk drive interface 34, respectively. The drives and 
their associated computer-readable media provide nonvolatile 
storage of computer-readable instructions, data structures, 
program modules and other data for the computer 20. It should be 
appreciated by those skilled in the art that any type of 
computer-readable media which can store data that is accessible 
by a computer, such as magnetic cassettes, flash memory cards, 
digital video disks, Bernoulli cartridges, random access memories 
(RAMs) , read only memories (ROMs) , and the like, may be used in 
the exemplary operating environment. 

A number of program modules may be stored on the hard disk, 
magnetic disk 29, optical disk 31, ROM 24, or RAM 25, including 
an operating system 35, one or more application programs 36, 
other program modules 37, and program data 38. A user may enter 
commands and information into the personal computer 20 through 
input devices such as a keyboard 40 and pointing device 42. 
Other input devices (not shown) may include a microphone, 
joystick, game pad, satellite dish, scanner, or the like. These 
and other input devices are often connected to the processing 
unit 21 through a serial port interface 46 that is coupled to the 
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system bus, but may be connected by other interfaces, such as a 
parallel port, game port, or a universal serial bus (USB) . A 
monitor 47 or other type of display device is also connected to 
the system bus 23 via an interface, such as a video adapter 48. 
In addition to the monitor, computers typically include other 
peripheral output devices (not shown) , such as speakers and 
printers . 

The computer 20 may operate in a networked environment using 
logical connections to one or more remote computers, such as 
remote computer 49. These logical connections are achieved by a 
communication device coupled to or a part of the computer 20; the 
invention is not limited to a particular type of communications 
device. The remote computer 4 9 may be another computer, a 
server, a router, a network PC, a client, a peer device or other 
common network node, and typically includes many or all of the 
elements described above relative to the computer 20, although 
only a memory storage device 50 has been illustrated in FIG. 1. 
The logical connections depicted in FIG. 1 include a local-area 
network (LAN) 51 and a wide-area network (WAN) 52. Such 
networking environments are commonplace in office networks, 
enterprise-wide computer networks, intranets and the Internet, 
which are all types of networks. 

When used in a LAN-networking environment, the computer 20 
is connected to the local network 51 through a network interface 
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or adapter 53, which is one type of communications device. When 
used in a WAN-networking environment, the computer 20 typically 
includes a modem 54, a type of communications device, or any 
other type of communications device for establishing 
communications over the wide area network 52, such as the 
Internet. The modem 54, which may be internal or external, is 
connected to the system bus 23 via the serial port interface 46. 

In a networked environment, program modules depicted relative to 
the personal computer 20, or portions thereof, may be stored in 
the remote memory storage device. It is appreciated that the 
network connections shown are exemplary and other means of and 
communications devices for establishing a communications link 
between the computers may be used. 

The hardware and operating environment in conjunction with 
which embodiments of the invention may be practiced has been 
described. The computer in conjunction with which embodiments of 
the invention may be practiced may be a conventional computer, a 
distributed computer, or any other type of computer; the 
invention is not so limited. Such a computer typically includes 
one or more processing units as its processor, and a computer- 
readable medium such as a memory. The computer may also include 
a communications device such as a network adapter or a modem, so 
that it is able to communicatively couple other computers. 
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System 

In this section of the detailed description, a description 
of a computerized system according to an embodiment of the 
invention is provided. The description is provided by reference 
to FIG. 2. Referring now to FIG. 2, a system according to an 
embodiment of the invention is shown. The system includes a 
client 200, a first server 202, and a second server 204. The 
client 200 is a client computer, which in one embodiment can be a 
computer as described in the preceding section of the detailed 
description. Furthermore, each of the first server 202 and the 
second server 204 is a server computer, which in one embodiment 
can also be a computer as describing in the preceding section of 
the detailed description. As shown in FIG. 2, there is only one 
server 202; however, this is for clarity purposes only -- in 
other embodiments of the invention, there is a plurality of 
servers 2 02 . 

The server 202 is a server of a first type, in one 
particular embodiment, an Internet Locator Server (ILS) as known 
within the art. The server 202 maintains at least one conference 
previously established by a client computer, such as the client 
200. The server 202 in one embodiment also maintains a list of 
users. The invention is not particularly limited to a given type 
of list. In one embodiment, the list can be a directory service, 
such as that governed by the Lightweight Directory Access 



11 



Protocol (LDAP) known within the art. That is, as used herein, 
the term "list" is inclusive of directory services as known 
within the art. The conferences maintained via the server 202 
can also be listed in a directory governed by the LDAP. 

The server 204 is a server of a second type, in one 
particular embodiment, an NT Directory Server (NTDS) as known 
within the art. The server 204 stores a server list of the 
servers such as the server 202 (viz., for example, more than one 
server 202) . The server 204 in one embodiment also maintains a 
list of users. The invention is not particularly limited to a 
given type of list in either case. In one embodiment, the list 
can be a directory service, such as that governed by the LDAP. 
That is, as used herein, the term "list" is inclusive of 
directory services as known within the art. 

The invention provides for support of the two types of 
servers because servers of different types may be responsible for 
handling data of different types. For example, servers such as 
NTDS's, are designed to handle static data, such as the 
configuration of the network, user accounts, etc. Other servers, 
such as ILS's, are designed to handle highly dynamic data, such 
as logged-on users, on-going conferences, etc. The design goals 
and implementation techniques for these two types of servers may 
be conflicting: NTDS' s cannot handle dynamic data in general and 
ILS's cannot accomplish replication across an enterprise in 
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general. Thus, because of the limitations of these two types of 
servers, the invention provides for a hybrid solution: using 
multiple ILS's to handle dynamic data and use an NTDS to organize 
them. 

The client 200 thus is able to query the server 204 to 
obtain the server list, and then query the server 202 (and each 
server such as the server 202) on the server list to learn of the 
conference or conferences maintained by the server 202. That is, 
the client 200 is able to obtain a list of all the servers such 
as the server 202, and then can query each of these servers. The 
client 200, for example, may query the servers looking for a 
specific conference, a conference having a specific user, etc.; 
the invention is not so limited. 

Furthermore, in one embodiment of the invention, the client 
200 is also able to query each server on the server list (after 
having queried the server 204 to obtain the server list) to learn 
of the lists of users maintained by these servers. Thus, the 
client 200 may query the servers looking for a specific user, 
users at a specific location, etc.; the invention is not so 
particularly limited. In another embodiment of the invention, 
the client 200 is also able to query the server 204 to learn of a 
list of users maintained by the server 204. In this embodiment, 
too, the client 200 may query the server 204 looking for a 
specific user, users at a specification location, etc.; the 
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invention is not so particularly limited. 

In one particular embodiment of the invention, the client 
200 includes a directory discovery module 206, a directory 
control module 208, a directory control module 208, one or more 
conference object 210, one or more user objects 212, a parser 
module 214, and a security module 216. Each of the modules is in 
one embodiment implemented as a piece of software. Each of the 
objects in one embodiment is implemented as a software data 
object. In one embodiment, each of the modules and objects 
corresponds to a means for performing a particular functionality. 
The invention is not so limited, however. 

The directory discovery module 206 allows the client 200 to 
find and register the server 204 and the servers such as the 
server 202. This is accomplished in one embodiment via the 
dynamic data library (DDL) WINSOCK, as known within the art. 
Registration and finding (discovery) of servers is also known 
within the art. 

The directory control module 208 allows the client 200 to 
connect and authenticate with the server 204 and the servers such 
as the server 202. That is, the module 208 controls the access 
to directories. The module 208 knows the schemas on different 
kinds of directory services such that it is able to store and 
access conference and user information obtained from the servers. 
The module 208 thus in one embodiment is able to provide a 
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common Component Object Model (COM) interface , as known within 
the art, to different kinds of directories for conference 
information and user information. Connection and authentication 
of servers is known within the art. Each of the conference 
objects 210 and the user objects 212 stores information regarding 
a conference and a user, respectively. Each conference object 
210 is an abstraction of a multimedia conference description, 
defining a COM interface to description information such as the 
conference content, time, media information, etc. In one 
embodiment, the Session Description Protocol (SDP) , known within 
the art, is used to publish and join conferences. Windows NT- 
based security, also known within the art, can also be used in 
one embodiment to provide for security of conference objects. 
The information within each conference object 210 can in one 
embodiment include a Time To Live (TTL) attribute that determines 
the lifetime of the conference referenced in a particular object 
210. 

Each user object 212 is an abstraction of a user's contact 
information so that "calls" may be made to the user. It defines 
a COM interface for the application to provide for updating and 
querying properties of a user, such as telephone number, Internet 
Protocol (IP) address, computer name, etc. In one embodiment, an 
object 212 includes a Time To Live (TTL) attribute to determine 
the lifetime of the user; thus, mobile users are able to set 
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small values for these attributes such that invalid entries in 
the directory are deleted on expiration. Such users can then 
periodically update their current location information. 

The parser module 214 parses conference information received 
from the servers such as the server 202. That is, it is used in 
conjunction with the conference objects 210 to provide a manner 
by which the client 200 is able to communicate with the servers 
such as the server 202 to retrieve conference information. In 
one embodiment, the parser module 214 implements the Session 
Description Protocol (SDP) known within the art. 

Finally, the security module 216 encrypts each conference 
object and each user object. (It is noted that conference objects 
cannot be authenticated; only clients are authenticated.) That 
is, it is used in conjunction with the objects 210 and 212 and 
the other modules to provide a manner by which the client 200 is 
able to provide a level of security as to the data stored in 
these objects and as used by the other modules, and ensure the 
user and conference information retrieved from the servers such 
as the server 202 is authenticate. In one embodiment, the 
security schema is based on that of Windows NT, as known within 
the art. For example, a secure channel is established, such that 
all ensuing communication, including asking, obtaining, and 
modifying user and conference information, is encrypted. The 
security module 216 can in another embodiment provide for 
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permissioning, via ACI/ s as known 
users and groups may be denied or 



in the art, such that selected 
provided access as desired. 



Exemplary Operations 
In this section of the detailed description, exemplary 
operations according to embodiments of the invention are 
presented. This description is provided in reference to FIGs. 
3(a) through 3(c). These exemplary operations are desirably 
realized at least in part as one or more programs running on a 
computer — that is, as a program executed from a computer- 
readable medium such as a memory by a processor of a computer. 
The programs are desirably storable on a computer-readable medium 
such as a floppy disk or a CD-ROM, for distribution and 
installation and execution on another (suitably equipped) 
computer . 

Thus, in one embodiment, a computer program is executed by a 
processor of a computer from a medium therefrom to query a first 
server to obtain a server list and to query each server on the 
server list to learn of at least one conference maintained by 
each server on the server list. In another embodiment, the 
program further is to query each server on the server list to 
learn of a list of users maintained by each server on the server 
list. In still another embodiment, the program further is to 
query the first server to learn of a list of users maintained by 
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the first server. 

Referring now to FIG. 3(a), a diagram of a client obtaining 
information regarding joinable conferences, according to one 
embodiment of the invention, is shown. There are two 
communications by two clients in this diagram, a first client 300 
and a second client 304. Furthermore, there is communication by 
two servers, as represented by 302, an NTDS (first type) server 
306, and an ILS (second type) server 308. In the embodiment of 
FIG. 3(a), the NTDS server 306 maintains a list of ILS servers 
such as the server 308, and each ILS server is capable of 
maintaining one or more conferences, in one embodiment via a 
directory of such conferences. 

In 310, the first client 300 queries the NTDS server 306 to 
learn of the available ILS servers, such as the ILS server 308. 
The first client 300 then in 312 creates a conference, in one 
embodiment by creating a conference object as has been described 
in the previous section of the detailed description, and 
publishes the conference object in 314 to the desired ILS server, 
the ILS server 308. This conference is then maintained by the 
ILS server 308 , such that other clients can learn of and join the 
conference by querying the ILS server 308. 

In 316, the second client 316 queries the NTDS server 306 to 
learn of the available ILS servers, such as the ILS server 308. 
The second client 316 then in 318 queries the ILS server 308 to 
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learn of the conferences maintained by the ILS server 308 , such 
as the conference previously published the first client 300 to 
the ILS server 308 in 314. Finally, in 320, the clients 300 and 
304 join the conference maintained by the ILS server 308. 

Referring next to FIG. 3(b), a diagram of a client querying 
a server for a user, according to one embodiment of the 
invention, is shown. As in FIG. 3(a), there are two 
communications by two clients in this diagram, a first client 300 
and a second client 304. Furthermore, there is communication by 
a server, as represented by 302, specifically an NTDS (first 
type) server 306. In the embodiment of the invention of FIG. 
3(b), user information (e.g., a directory of users) is stored on 
the NTDS server 306. 

In 350, the first client 300 queries the NTDS server 306 for 
itself; that is, in one embodiment, the first client 300 queries 
the NTDS server 306 for a user object, as has been described in 
the previous section of the detailed description, as stored by 
the NTDS server 306. In 352, the first client 300 modifies 
information regarding itself as stored in the user object for 
itself. This information may include, for example, the current 
Internet Protocol (IP) address of the first client 300, so that 
other clients can "call" (that is, communicate with) , the first 
client 300. In 354, the first client 300 updates the modified 
user object with the NTDS server 306. 
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In 356, the second client 304 queries the NTDS server 306 
for the first client 300. That is, in one embodiment, the second 
client 304 queries the NTDS server 306 to find a user object 
having information regarding the first client 300. For example, 
the second client 304 may know the computer or user name of the 
first client 300, and desires to learn the IP address of the 
first client 300, so that it may call the first client 300. (In 
one embodiment, only mapping from a user name to an Internet 
Protocol (IP) address is supported, and not computer name to IP 
address.) Once it receives this information, in 358 the second 
client 304 calls (communicates with) the first client 300. 

Referring finally to FIG. 3(c), a diagram of a client 
querying a server for a user, according to another embodiment of 
the invention, is shown. As in FIG. 3(a) and FIG. 3(b), there 
are two communications by two clients in this diagram, a first 
client 300 and a second client 304. Furthermore, there is 
communication by two servers, as represented by 302, an NTDS 
(first type) server 306, and an ILS (second type) server 308. In 
the embodiment of FIG. 3(c), the NTDS server 306 maintains a list 
of ILS servers such as the server 308, and each ILS server is 
capable of maintaining one or more users, in one embodiment via a 
directory of such users. 

In 380, the first client 300 queries the NTDS server 306 to 
learn of the available ILS servers, such as the ILS server 308. 
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The first client 300 then in 382 queries the ILS server 308 for 
itself; that is, in one embodiment, the first client 300 queries 
the ILS server 308 for a user object, as has been described in 
the previous section of the detailed description, as stored by 
the ILS server 308. In 384, the first client 300 modifies 
information regarding itself as stored in the user object for 
itself. This information may include, for example, the current 
Internet Protocol (IP) address of the first client 300, so that 
other clients can "call" (that is, communicate with) , the first 
client 300. In 386, the first client 300 updates the modified 
user object with the ILS server 308. 

In 388, the second client 316 queries the NTDS server 306 to 
learn of the available ILS servers, such as the ILS server 308. 
The second client 304 then in 390 queries the ILS server 308 for 
the first client 300. That is, in one embodiment, the second 
client 304 queries the ILS server 308 to find a user object 
having information regarding the first client 300. For example, 
the second client 304 may know the computer or user name of the 
first client 300, and desires to learn the IP address of the 
first client 300, so that it may call the first client 300. Once 
it receives this information, in 392 the second client 304 calls 
(communicates with) the first client 300. 



Conclusion 
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Client-server user and conference seeking has been 
described. Although specific embodiments have been illustrated 
and described herein, it will be appreciated by those of ordinary 
skill in the art that any arrangement which is calculated to 
achieve the same purpose may be substituted for the specific 
embodiments shown. This application is intended to cover any 
adaptations or variations of the present invention. Therefore, 
it is manifestly intended that this invention be limited only by 
the following claims and equivalents thereof. 
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We claim: 



1. A system comprising: 

at least one server of a first type, each of the at least 
one server of the first type to maintain at least one conference; 

a server of a second type to store a server list of the at 
least one server of the first type; and, 

a client to query the server of the second type to obtain 
the server list and to query each server on the server list to 
learn of the at least one conference maintained by each server. 



2. The system of claim 
server of the first type 
and the client further is 
to learn of the list of u 

3. The system of claim 1, wherein the server of the second type 
further is to maintain a list of users, and the client further is 
to query the server of the second type to learn of the list of 
users maintained by the server. 



1, wherein each of the at least one 
further is to maintain a list of users, 

to query each server on the server list 
sers maintained by each server. 



4. The system of claim 1, wherein the first type comprises an 
Internet Locator Service (ILS) type of server. 
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5. The system of claim 1, wherein the second type comprises a 
NT Directory Server (NTDS) type of server. 

6. The system of claim 1, wherein the client comprises: 
a first module to find and register the at least one 

of the first type and the server of the second type; and, 
a second module to connect and authenticate with the 
least one server of the first type and the server of the 
type . 

7. The system of claim 1, wherein the client comprises: 
a conference object for each conference learned of by the 

client, each object storing information regarding a conference; 
and, 

a user object for each user learned of by the client, each 
object storing information regarding a user. 

8. The system of claim 1, wherein the client comprises: 
a security module to encrypt and authenticate each 

conference object and each user object; and, 

a parser module to parse conference information received 
from the at least one server of the first type. 

9. The system of claim 8, wherein the conference information is 



server 

at 
second 
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in accordance with the Session Description Protocol (SDP) . 

10. A method comprising: 

querying by a second client of a server of a second type to 
learn of a server of a first type; and, 

querying by the second client of the server of the first 
type to learn of a conference published by a first client to the 
server of the first type. 

11. The method of claim 10, further initially comprising 
creating and publishing the conference by the first client to the 
server of the first type. 

12. The method of claim 10, further comprising joining by the 
second client of the conference. 

13. The method of claim 10, further comprising querying by the 
second client of the server of the second type for the first 
client . 

14. The method of claim 13, further comprising: 

querying by the first client of the server of the second 
type for the first client; 

modifying by the first client of information stored in a 
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user object regarding the first client; and, 

updating by the first client of the user object with the 
server of the second type. 

15. The method of claim 13, further comprising calling by the 
second client of the first client. 

16. The method of claim 10, further comprising querying by the 
second client of the server of the first type for the first 
client . 

17. The method of claim 16, further comprising: 

querying by the first client of the server of the first type 

for the first clients- 
modifying by the first client of information stored in a 

user object regarding the first client; and, 

updating by the first client of the user object with the 

server of the first type. 

18. The method of claim 16, further comprising calling by the 
second client of the first client. 

19. The method of claim 10, wherein the first type comprises an 
Internet Locator Service (ILS) type of server, and the second 
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type comprises an NT Directory Server (NTDS) type of server. 



20. A client computer comprising: 
a processor; 

a computer-readable medium; and, 

a computer program executed by the processor from the medium 
to query a first server to obtain a server list and to query each 
server on the server list to learn of at least one conference 
maintained by each server on the server list. 



21. The client computer of claim 20, wherein the computer 
program further is to query each server on the server list to 
learn of a list of users maintained by each server on the server 
list . 



22. The client computer of claim 20, wherein the computer 
program further is to query the first server to learn of a list 
of users maintained by the first server. 



23. The client computer of claim 20, wherein the computer 
program comprises: 

means for finding and registering the first server and each 
server on the server list; 

means for connecting and authenticating with the first 
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server and each server on the server list; 

means for storing information regarding each conference 
learned of by the client; and, 

means for storing information regarding each user learned of 
by the client. 



24. The client computer of claim 23, wherein the computer 
program further comprises: 

means for encrypting and authenticating the means for 
storing information regarding each conference learned of by the 
client and means for storing information regarding each user 
learned of by the client; and, 

means for parsing conference information received each 
server on the server list. 



25. A computer-readable medium having a computer program stored 
thereon for execution on a computer to query a first server to 
obtain a server list and to query each server on the server list 
to learn of at least one conference maintained by each server on 
the server list. 



26. The medium of claim 25, wherein the program further is to 
query each server on the server list to learn of a list of users 
maintained by each server on the server list. 
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27. The medium of claim 25, wherein the program further is to 
query the first server to learn of a list of users maintained by 
the first server. 

28. The medium of claim 25, wherein the program comprises: 
means for finding and registering the first server and each 

server on the server list; 

means for connecting and authenticating with the first 
server and each server on the server list; 

means for storing information regarding each conference 
learned of by the client; 

means for storing information regarding each user learned o 

by the clients- 
means for encrypting and authenticating the means for 

storing information regarding each conference learned of by the 

client and means for storing information regarding each user 

learned of by the client; and, 

means for parsing conference information received each 

server on the server list. 
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ABSTRACT OF THE DISCLOSURE 

Client-server conference and user seeking is disclosed. In 
one embodiment, a system includes at least one server of a first 
type, a server of a second type, and a client. Each of the at 
least one server of the first type maintains at least one 
conference. The server of the second type stores a server list 
of the servers of the first type. The client queries this latter 
server to obtain the server list, and then is able to query each 
server on the list to learn of the conferences maintained by 
these servers. User lists may also be maintained by either the 
first and/or second server types, for querying by the client. 
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COMBINED DECLARATION AND POWER OF ATTORNEY 

As a below named inventor I hereby declare that: my residence, post office address and citizenship are as stated below next to my 
name; that 

I verily believe I am the original, first and joint inventor of the subject matter which is claimed and for which a patent is sought on 
the invention entitled: CLIENT-SERVER CONFERENCE AND USER SEEKING 



The specification of which is attached hereto. 

I hereby state that I have reviewed and understand the contents of the above-identified specification, including the claims, as 
amended by any amendment referred to above. 

I acknowledge the duty to disclose information which is material to the patentability of this application in accordance with Title 37, 
Code of Federal Regulations, § 1.56 (see page 4 attached hereto). 

I hereby claim foreign priority benefits under Title 35, United States Code, H 19/365 of any foreign application(s) for patent or 
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lH i hereby claim the benefit under 35 U.S.C. § 1 19(e) of any United States provisional application(s) listed below. 
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in 1® manner provided by the first paragraph of Title 35, United States Code, §112,1 acknowledge the duty to disclose material information 
as (Hfmed in Title 37, Code of Federal Regulations, § 1.56(a) which occurred between the filing date of the prior application and the national 
or f$T international filing date of this application. 

No fuch applications have been filed. 

" I hereby appoint the following attorney(s) and/or patent agent(s) to prosecute this application and to transact all business in the 
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I hereby authorize them to act and rely on instructions from and communicate directly with the person/assignee/attorney/ 
firm/organization/who/which first sends/sent this case to them and by whom/which I hereby declare that I have consented after full 
disclosure to be represented unless/until I instruct Schwegman, Lundberg, Woessner & Kluth, P.A. to the contrary. 

Please direct all correspondence in this case to Schwegman, Lundberg, Woessner & Kluth, P.A. at the address indicated below: 
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I hereby declare that all statements made herein of my own knowledge are true and that all statements made on information and 
belief are believed to be true; and further that these statements were made with the knowledge that willful false statements and the like so 
made are punishable by fine or imprisonment, or both, under Section 1001 of Title 18 of the United States Code and that such willful false 
statements may jeopardize the validity of the application or any patent issued thereon. 

Full Name of joint inventor number 1 : Rajeev Bvrisettv 

Citizenship: India Residence: Bellevue, WA 

Post Office Address: 1 3 8 1 1 NE 1 1th Street 

Bellevue, WA 98005 



Signature: — Date: 

Rajeev Byrisetty 
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Date: 
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Date: 
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Full Name of joint inventor number 5 : Stefan Solomon 

Citizenship: United States of America Residence: Bellevue, WA 

Post Office Address: 16827 NE 35th Street 

Bellevue, WA 98008 

Signature: Date: — 

Stefan Solomon 
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§ 1.56 Duty to disclose information material to patentability. 

(a) A patent by its very nature is affected with a public interest. The public interest is best served, and the most effective patent 
examination occurs when, at the time an application is being examined, the Office is aware of and evaluates the teachings of all information 
material to patentability. Each individual associated with the filing and prosecution of a patent application has a duty of candor and good 
faith in dealing with the Office, which includes a duty to disclose to the Office all information known to that individual to be material to 
patentability as defined in this section. The duty to disclose information exists with respect to each pending claim until the claim is canceled 
or withdrawn from consideration, or the application becomes abandoned. Information material to the patentability of a claim that is canceled 
or withdrawn from consideration need not be submitted if the information is not material to the patentability of any claim remaining under 
consideration in the application. There is no duty to submit information which is not material to the patentability of any existing claim. The 
duty to disclose all information known to be material to patentability is deemed to be satisfied if all information known to be material to 
patentability of any claim issued in a patent was cited by the Office or submitted to the Office in the manner prescribed by §§ 1 .97(b)-(d) and 
1 .98. However, no patent will be granted on an application in connection with which fraud on the Office was practiced or attempted or the 
duty of disclosure was violated through bad faith or intentional misconduct. The Office encourages applicants to carefully examine: 

(1) prior art cited in search reports of a foreign patent office in a counterpart application, and 

(2) the closest information over which individuals associated with the filing or prosecution of a patent application believe any 
P pending claim patentably defines, to make sure that any material information contained therein is disclosed to the Office. 

|rj) Under this section, information is material to patentability when it is not cumulative to information already of record or being 
malS of record in the application, and 

111 (1) It establishes, by itself or in combination with other information, aprima facie case of unpatentability of a claim; or 

■O (2) It refutes, or is inconsistent with, a position the applicant takes in: 

^ (i) Opposing an argument of unpatentability relied on by the Office, or 

; H 7, (ii) Asserting an argument of patentability. 

A prima facie case of unpatentability is established when the information compels a conclusion that a claim is unpatentable under the 
preponderance of evidence, burden-of-proof standard, giving each term in the claim its broadest reasonable construction consistent with the 
specification, and before any consideration is given to evidence which may be submitted in an attempt to establish a contrary conclusion of 
patentability. 

(c) Individuals associated with the filing or prosecution of a patent application within the meaning of this section are: 

(1) Each inventor named in the application: 

(2) Each attorney or agent who prepares or prosecutes the application; and 

(3) Every other person who is substantively involved in the preparation or prosecution of the application and who is associated 
with the inventor, with the assignee or with anyone to whom there is an obligation to assign the application. 

(d) Individuals other than the attorney, agent or inventor may comply with this section by disclosing information to the attorney, 
agent, or inventor. 



